
WARRANTY

NightSearcher  products  have  been  carefully  tested  and  inspected  before
shipment  and  are  guaranteed  to  be  free  from  defective  materials  and
workmanship for a period of 12 months from the date of purchase, provided
that the enclosed instructions have been followed.

Should  you  experience  problems  with  your  NightSearcher  product,  please
return the item, complete with any chargers,  to your place of purchase or
contact NightSearcher Ltd direct. 

Your NightSearcher guarantee does not apply to normal wear and tear, nor 
does it cover any damage caused by misuse, careless or unsafe handling, 
alterations, accidents or repairs attempted or made by any personnel without
prior approval from  NightSearcher Ltd. Your NightSearcher guarantee is not 
effective unless you can provide a dated proof of purchase.

Please note that this guarantee does not affect your statutory rights.

Address and contact details;

NightSearcher Limited
Unit 4 Applied House
Fitzherbert Spur
Farlington
PORTSMOUTH
Hampshire
PO6 1TT 
T: +44 (0)23 9238 9774 | E: sales@nightsearcher.co.uk   

.

Safe disposal of waste electrical products, batteries and bulbsIf at any time, you need to dispose of this product or parts of this
product: Please note that waste electrical products, batteries and
bulbs  should  not  be  disposed  of  with  household  waste.  Recycle
where facilities exist, check with your local authority for recycling
advice. 
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Before using your NightSearcher product, please read this user manual, it 
contains important safety information and operating instructions. Following 
this advice will help ensure that your product operates to its maximum 
potential.

SPECIFICATION

Light output  1000 Lumens
Running time 2.5hrs
Beam Distance 500metres

Product size (mm)
L175 x 55 Ø 
(body)
x 220 Ø (head)

Product weight 523 g

FEATURES

 Extremely powerful 500m beam
 Runtime 2.5hrs
 Built in rechargeable lithium-ion battery
 Flawless reflector creates a perfect beam
 High quality weatherproof construction
 25.4mm and 30mm mounts

Supplied with: XML gun light, AC mains charger, 25.4mm and 30mm mounts, 
allen key and 4 x flip-up filters.

BATTERY PACK

The gun lights built-in battery pack is protected from over charging and over 
discharge.  Always recharge the gun light within 12 hours of fully discharging.
Always store the gun light in a fully charged state and recharge every 6 
months. 

Ensure you only charge the gun light with the charger supplied, an incorrect 
charger could cause the battery to explode. Excess heat will degrade your 
battery rapidly, always store the gun light in a cool dry place.  Do not leave 
the gun light in the sun or a hot vehicle for long periods of time.  Do not 
dismantle the battery.

RECHARGING

AC Mains Charger:

Plug the charger into the mains, the charger LED will glow green. Plug the 
charger firmly into the rear of the light, the charger will glow red to indicate 
charging. When the charger LED changes back to green the battery is fully 
charged. Remove the light from the charger.

Do not leave the charger connected for long periods of time after the battery 
is charged.

Approximate charge time is 2.5 hours using the AC mains charger. This may 
vary depending on the age of the battery and its charge state.

MOUNTING

Select the mount that fits your riflescope and attach in the desired position 
using the Allen key provided. Attach the riser mount to the base of the XML 
Gun light with the Allen key.  Connect the light to the riflescope by loosening 
the screw on the mount.  Re-tighten when in place

WARNING

Do not look directly into the beam as the bright light could damage your eyes.
Do not dismantle the light (especially the seal construction) – this will 
invalidate the guarantee.
Always clean and dry the light if it comes into contact with corrosive 
substances or water.
Clean the lens regularly to ensure any dirt or debris does not obstruct the 
beam.

 


